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				Epoxy resin


			

			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				SR GREENPOXY 33


			



				
				
				
				
				Product description:


			



				
				
				
				
				Epoxy resin formulated with 35% biobased carbons.

Based on the latest innovations in green chemistry, this resin will allow you to reduce the carbon footprint of your products without compromising on performance.

Resin for contact lamination, vacuum bagging, infusion and hot production of composite structures.

A system formulated without CMR components, thanks to a careful selection of raw materials with the lowest toxicity, with the aim of improving user health and safety.
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				SD 477x hardeners:

DNV-GL certified system for shipbuilding TAK00001GV.
Infusion possible from 28 °C.
The very slow hardener SD 4771 and the very fast hardener SD 4775 are miscible in any proportion to adjust reactivity.

Hardener SZ 8525:

Hot cure production system allowing cycles of 10 minutes at 100 °C without the need for post-curing to achieve maximum performance
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				Hardeners
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				SD 4771


			



				
				
				
				
				Very slow hardener, suitable for very large parts.

Mix ratio 100:27 by weight.
Tg max = 103 °C
Formulated without CMR or SVHC materials.


			

			

				
				
				
				
				
				
				
				
				
				SD 4773


			



				
				
				
				
				Standard hardener.

Mix ratio 100:27 by weight.
Tg max = 96 °C
Formulated without CMR or SVHC materials.


			

			

				
				
				
				
				
				
				
				
				
				SD 4775


			



				
				
				
				
				Fast hardener.
Good mechanical properties at room temperature.

Mix ratio 100:27 by weight.
Tg max = 100 °C
Formulated without CMR or SVHC materials.


			

			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				SZ 8525


			



				
				
				
				
				Hardener suitable for hot cure with fast cycles.

Produce structural composite parts in just a few minutes at temperatures between 80 and 110°C

Pot life of 45 minutes on 100 g at 20 °C

Mixing ratio of 100:24 by weight.
Tg max = 120 °C
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				SD 4771

Very slow hardener, suitable for very large parts.

Mix ratio 100:27 by weight.

Tg max = 103 °C

Formulated without CMR or SVHC materials.


			



				
				
				
				
				SD 4775

Fast hardener.
Good mechanical properties at room temperature.

Mix ratio 100:27 by weight.
Tg max = 100 °C
Formulated without CMR or SVHC materials.


			

			

				
				
				
				
				
				
				
				
				
				SD 4773

Standard hardener.

Mix ratio 100:27 by weight.

Tg max = 96 °C

Formulated without CMR or SVHC materials.


			

			

				
				
				
				
				
			

				
				
				
				
				
			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				SZ 8525


			

				Read more
			

				
				
				
				
				


			

			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				SZ 8525

Bake for 10 minutes at 100°C for maximum performance.

Mix ration 100:24 by weight.

Tg max = 120 °C


			

			

				
				
				
				
			

				
				
			

				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				Complementary products


			

			

				
				
				
				
			

				
				
				
				
				
				
				
				
				
				
				
				
				
					
                
				
				
				
				
				
				
				
					
				
				Reinforcements

				SICOMIN has been involved for several decades in the development and optimization of woven and multi-axial reinforcements based on glass, carbon and aramid fibers, or natural fibers such as flax. 

				Discover

			

				

			

				
				
				
				
				
				
				
					
				
				Core materials

				Closed cell thermoplastic foam, perfectly adapted for use with all resins and sandwich construction processes.
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				Vacuum equipment

				Sicomin offers a complete range of products specially designed to meet your vacuum bagging needs. 

				Discover

			

				

			

            

				

			

				Download our 2023 catalog
			

			

				
				
				
				
			

				
				
			

				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				
				A project or a request?
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Sicomin south

31 avenue de la Lardière
13220 Chateauneuf les Martigues
FRANCE
+33 (0)4 42 42 30 20




			



				
				
				
				
				
Sicomin west

Z.A. de Ti Lipig / 7 rue Maryse Bastié
29700 Pluguffan
FRANCE
+33 (0)2 98 87 30 93
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